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SIGN SCHEDULE
1. NEW FOOTWAY TO BE TIED INTO EXISTING FOOTWAY BY 300MM STEP IN BINDER
SIGN NUMBER | DIAGRAM NO. |  SIZE (mm) | VERTICAL (m) |HORIZONTAL (m) ADDITIONAL NOTES COURSE. SURFACE COURSE TO BE OVERLAID. EXCEPTION OF CYCLEWAY/FOOTWAY PROPOSED WIDENING EXISTING FOOTWAY PROPOSED WIDENING
FROM SCHOOL TO GREEN STREET WHERE FULL DEPTH CONSTRUCTION IS OF FOOTWAY VARIES MIN 1.2 OF FOOTWAY khgs [06.10.08| SR
REQUIRED . _
1 957 {Handed) 4500 2400 045 SIGN 1 MOUNTED BACK TO BACK WITH _._mmmomm%%oﬂx,\mm %m\mm_m_mwu_w% LC [26.08.08| VH
i SIGN 2 ON SAME POST. 2. MANHOLE/ UTILITY COVERS TO BE ADJUSTED WHERE REQUIRED
2 95 50 x height 2400 045 OLE/UTILITY COVERS TO BE ADJUS u | EXTENT OF NEW FULL DEPTH FOOTWAY CONSTRUCTION | Mwmm_nmg,i 140 TO PROVIDE SUFFICIENT WIDTH Drawnl Date | chid
3 956 2.400 045 SIGN 3 MOUNTED BACK TO BACK WITH 3. ALL SIGNS AND ROAD MARKINGS TO BE IN ACCORDANCE WITH THE TRAFFIC SIGNS _ e 3 = ‘
4 957 2400 0.45 SIGN 4 ON SAME POST. REGULATIONS AND GENERAL DIRECTIONS 2002. RN 0 e SN : .7 s .
FOOTWAY T0 BE CONSTRUCTED WTH E EDGIG SR | onste il ey
5 2.400 0.450 4. ALL STREET FURNITURE POSITIONS ARE INDICATIVE. ALL SIGNS TO BE POSITIONED KERB ON BOTH SIDES. NORTH SIDE ' rtake his gwn investigation where the presence of
6 957 (Handed) 2700 2.400 0.45 SIGN 6 MOUNTED BACK TO BACK WITH WITH A MINUMUM CLEARANCE OF 450mm. SOUTH SIDE SURFACE COURSE OVERLAID - ns-
SIGN 7 ON SAME POST EXISTING TIMBER POST FENCE TO PROPOSED TIMBER POST——— WHERE DITCH EXISTS REFORM
7 957 2700 2.400 045 . 5. CHAINAGES SHOWN ARE BASED ON ORDNANCE SURVEY MAPPING AND ARE REMAIN. HEDGE ADJACENT TO FENCE FENCING TO MATCH EXISTING PROPOSED SP DITGH (WHERE APPROPRIATE) I ER
SHARED CYCLE/FOOTWAY
8 956 4509 2400 045 SIGN 8 MOUNTED BACK TO BACK WITH INDICATIVE ONLY. Hw mm_m%_wwm__@_\._,ﬁwﬂww%xo%_ﬁm TYPE KERB > 5m WIDTH NEW POSITION TO REPLICATE M
9 957 4500 2400 045 SIGN 9 ON SAME POST 6. ALLPROPOSED SIGN POSTS TO HAVE FOUNDATIONS WITH DIMENSIONS AS PROPOSED WIDENING OF FOOTWAY EXISTING [ ]
10 956 4500 2.400 0.45 _uo_._.O<<w.”mz ™ s EXISTING FOOTWAY TO BE WIDENED Aom A |_|<U_O>_I mmo-:oz wm|_|<<mmz O_I_>_ Z>® mm NA.OB |_|o @NOB ‘. m 7_ m ._|<<AU m—A
: : WIDTH 450mm eRGE | eRGE .
12 96 2100 2400 045 SIGN 12 MOUNTED BACK TO BACK WITH REFER quww_.__,_o%o m%ﬁ_ﬂ 12356/SD426
13 956 2700 2.400 0.45 SIGN 13 ON SAME POST Il s il
14 956 4500 2.400 045 KEY: 1 SR m_lru e @Q@_W—U
: : . (RO P eV 3.0m 0.5m (MIN PROPERTY BOUNDARY
15 965 50 x height 2.400 045 SIGN 15 MOUNTED BACKTO BACKWITH | [ ] NEW FOOTWAY CONSTRUCTION - SHARED ROUTE CYCLE/FOOTWAY LomMN_ 1-5m CYCLEWAY 1.5m FOOTWAY
16 956 4500 2.400 045 SIGN 16 ON SAME POST _H_ NEW SURFACE COURSE OVERLAY 20mm DENSE BITUMEN MACADAM 20 DENSE m:%m_w\_cmm,_m_,m\_\,m%mwx_m_n_mw_%_mm 20 DENSE BITUMEN MACADAM SURFACE EXISTI GRASS VERGE DIAG 1049~ |
17 956 2700 2.400 0.45 SIGN 17 MOUNTED BACK TO BACK WITH NEW TACTILE PAVING SURFACE SURFACE COURSE (10 NOMINAL SIZE)- ( )- ~COURSE (10 NOMINAL SIZE) CARRIAGEWAY ) == alc
" 956 p— 2200 045 SIGN 18 ON SAME POST 50mm DENSE BITUMEN MACADAM 50 DENSE BITUMEN MACADAM 50 DENSE BITUMEN MACADAM B s e e AN AN ANy A /U
: : q SIGN BINDER COURSE TO CLAUSE 906— BINDER COURSE TO CLAUSE 906— L_BINDER COURSE TO CLAUSE 906 T L SURFACE COURSE OVERLAID
19 965 50 x height 2.400 0.45 SIGN 19 MOUNTED BACK TO BACK WITH . (20 NOMINAL SIZE) (20 NOMINAL SIZE) (20 NOMINAL SIZE) EF EDGING TO BE
LC LIGHTING COLUMN PROPOSED WIDTH OF WIDENED FOOTWAY |  EXISTING FOOTWAY WIDTH 1.4m INSTALLED AT Ew.—.—: ._. ﬁ___._z __.
20 956 2400 0450 SIGN 20 ON SAME POST 150mm TYPE 1 mcm-w%mk/owmmeWW| EXISTING FOOTPATH SURFACE—— L 150 TYPE 1 SUB BASE MATERIAL | o ! PROPERTY - Gq.m m.m.
21 2602.1 30 x height 2.400 0.450 SIGN 21 AND 22 MOUNTED ON SAME I EXISTING FOOTPATH TO BE . CROSSOVERS m
" o 0 o ” oo POST. SIGN 21 POINTS EAST & SIGN 22 EXCAVATED TO A DEPTH OF 150mm. TYPE 1 SUB BASE MATERIAL———— offibe o UK. Ireland
. X heig : : POINTS SOUTH LAY 150mm OF TOPSOIL AND SEED ompe o o
FOOTWAY CONSTRUCTION DETAIL TYPICAL SECTION BETWEEN CHAINAGES 690m to 1182.3m TYPICAL SECTION BETWEEN CHAINAGES Om TO 220m finenta » Asia and Australia
=—gp=— PRECAST CONCRETE KERB TYPE SP oy - .co.uk
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